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(54) Title: CARGO DECK AND A MKIHOD FOR ASSEMBLING SAID DECK 



(54) Bezeichnung: FRACHTDECK SOWIE VERFAHREN ZUR MONTAGE 




IT) 

(57) Abstract: The invention relates to aircraft cargo decks for receiving loads in a cargo compartment (9). The aircraft consists of 
an outer shell (12) and ribs (11) fixed thereto. In order to simplify the structure and the assembly thereof, the inventive cargo deck 
is embodied in such a way that it consists of a plurality of floor modules (20) which are fixedly arranged in the cargo compartment 
(9) and form said caigo deck. Longitudinal beams (35) fixed to the ribs (11) are used for mounting said floor modules (20) thereon. 
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Veroffentiicht: 

— mit intemationalem Recherchenbericht 



Tur Erkldrung der Zweibuchstaben-Codes und der anderen Ab- 
kurzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder reguldren Ausgabe der 
PCT-Gazette verwiesen. 



(57) Zusammenfassung: In Flugzeugen sind Frachtdecks vorgesehen zur Aufnahme von Ladung im Frachtraum (9). Das Flugzeug 
weist eine Aussenhaut (12) auf, an der Spanten (1 1) befestigt sind. Zur Vereinfachtung des Aufbaus und des Zusammenbaus wird 
vorgeschlagen, das Frachtdeck aus einer Vielzahl von Bodenmodulen (20) aufzubauen, die im Frachtraum (9) befestigt sind und das 
Frachtdeck bilden. An den Spanten (11) sind Langstrager (35) befestigt, an denen die Bodenmodule (20) montierbar sind. 



